District heating networks are commonly addressed in the literature as one of the most effective solutions for decreasing the greenhouse gas emissions from the building sector. These systems require high investments which are returned through the heat sales. Due to the changed climate conditions and building renovation policies, heat demand in the future could decrease, prolonging the investment return period. The main scope of this paper is to assess the feasibility of using the heat demand -outdoor temperature function for heat demand forecast. The district of Alvalade, located in Lisbon (Portugal), was used as a case study. The district is consisted of 665 buildings that vary in both construction period and typology. Three weather scenarios (low, medium, high) and three district renovation scenarios were developed (shallow, intermediate, deep). To estimate the error, obtained heat demand values were compared with results from a dynamic heat demand model, previously developed and validated by the authors. The results showed that when only weather change is considered, the margin of error could be acceptable for some applications (the error in annual demand was lower than 20% for all weather scenarios considered). However, after introducing renovation scenarios, the error value increased up to 59.5% (depending on the weather and renovation scenarios combination considered). The value of slope coefficient increased on average within the range of 3.8% up to 8% per decade, that corresponds to the decrease in the number of heating hours of 22-139h during the heating season (depending on the combination of weather and renovation scenarios considered). On the other hand, function intercept increased for 7.8-12.7% per decade (depending on the coupled scenarios). The values suggested could be used to modify the function parameters for the scenarios considered, and improve the accuracy of heat demand estimations. 
Abstract
Electrospinning is the one of the most versatile techniques to design nanofiber materials with numerous applications in the fields of energy conversion, catalytic chemistry, liquid and gas filtration.
1 By electrospinning, complex structures can be designed from a rich variety of materials including polymers, metals, ceramics and composite, with the ability to control composition, morphology and secondary structure and tailor performance and functionality for specific applications. Moreover, with recent developments in the design of electrospinning equipment and availability of industrial-scale electrospinning technologies with production rates of several thousands of square meters per day new opportunities for electrospinning are imminent. With this, the advanced research on materials performed in our labs is getting closer to the commercialization of new products for applications in fields of energy and environment.
An overview will be given on electrospinning activities at DTU Energy that address the sizable challenges in energy and environmental applications by electrospinning: 1. Electrospun perovskite oxide nanofiber electrode for use in solid oxide fuel cells. In this application, a (La0.6Sr0.4)0.99CoO3-δ cathode was shaped into 3-dimensional thin-film by so-gel assisted electrospinning method combined with calcination and sintering; 2. Electrospun nanofiber materials for gas adsorption. Both the advantages and challenges of using electrospun nanofiber materials will be discussed, in terms of electrochemical performance, surface area, packing efficiency and mechanical stability. 
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